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150/600 V, PVC
Ribbon Cable

MIL-DTL-16878/1 (Type B)  
(600 V)

UL AWM 2713 (150 V) VW-1

-20°C to +105°C (MIL)
-20°C to +80°C (AWM)

Brown, red, orange, yellow, 
green, blue, violet, slate, white, 
black . . . repeats

Stranded tinned  
copper conductors
Color-coded PVC insulation 
bonded into a flat configuration

Availability
100 ft (30.5 m)

26 AWG (0.14 mm2)

Stranding: 7/34 (7 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Cable height: 0.039 (0.99 mm)

Part No. Conductors
Width

Inch mm
3550 10 0.392 9.96

3550/14  14 0.546 13.87
3551 15 0.585 14.68

3551/16 16 0.624 15.85
3553 30 1.170 29.72

24 AWG (0.24 mm2)

Stranding: 19/36 (19 x 0.12 mm)
Insulation thickness: 0.010 (0.25 mm)

Cable height: 0.044 (1.12 mm)

Part No. Conductors
Width

Inch mm
3540 10 0.440 11.18
3541 15 0.660 16.76
3542 20 0.880 22.35
3543 30 1.320 33.53

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.010 (0.25 mm)

Cable height: 0.050 (1.27 mm)

Part No. Conductors
Width

Inch mm
3530/7 10 0.500 12.70
3531/7 15 0.750 19.05
3532/7 20 1.000 25.40
3533/7 30 1.500 38.10

22 AWG (0.38 mm2)

Stranding: 19/34 (19 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm)

Cable height: 0.051 (1.29 mm)

Part No. Conductors
Width

Inch mm
3530 10 0.510 12.95
3531 15 0.765 19.43
3532 20 1.020 25.91
3533 30 1.530 38.86

24 AWG (0.23 mm2)

Stranding: 7/32 (7 x 0.20 mm)
Insulation thickness: 0.010 (0.25 mm)

Cable height: 0.044 (1.12 mm)

Part No. Conductors
Width

Inch mm
3540/7 10 0.440 11.18
3541/7  15 0.660 16.76
3542/7 20 0.880 22.35
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300/1000 V, PVC  
Ribbon Cable

MIL-DTL-16878/2 (Type C) 
(1000 V)

UL AWM 2555 (300 V)

-20°C to +105°C (MIL)
-20°C to +80°C (AWM)

Brown, red, orange, yellow, 
green, blue, violet, slate, white, 
black . . . repeats

Stranded tinned  
copper conductors
Color-coded PVC insulation 
bonded into a flat configuration

Availability
100 ft (30.5 m)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Cable height: 0.065 (1.65 mm)

Part No. Conductors
Width

Inch mm
3505 5 0.310 7.87
3510 10 0.620 15.75
3515 15 0.930 23.62
3520 20 1.240 31.50

Bus Bar Wire

CID AA-59551 Type S
ASTM B33

Electrolytic soft-drawn  
and annealed solid tin-plated 
copper conductor

Availability
100 ft (30.5 m)
1000 ft (305 m)

Part No
Wire Size Diameter

AWG CMA mm2 Inch mm
938 38 16 .008 0.004 0.10
936 36 25 0.01 0.005 0.13
934 34 40 0.02 0.006 0.15
932 32 64 0.03 0.008 0.20

299/3 30 100 0.05 0.010 0.25
299/2 28 159 0.08 0.013 0.33
299/1 26 253 0.12 0.016 0.41
299 24 404 0.20 0.020 0.51
298 22 640 0.32 0.025 0.64
297 20 1020 0.51 0.032 0.81
296 18 1620 0.82 0.040 1.02
295 16 2580 1.31 0.051 1.30
286 14 4110 2.08 0.064 1.63
289 12 6530 3.31 0.081 2.06
910 10 10380 5.26 0.102 2.59
908 8 16510 8.37 0.129 3.28
906 6 26250 13.3 0.162 4.11



The cables you trust.  
The service you deserve. 

Every application is critical  
and wire failure is not an  
option when the safety of your 
equipment and personnel is 
paramount. Specify Alpha 
hook-up wire for harsh  
environments and crucial  
applications; since the integrity 
of your system is only as  
robust as the products you use.

Superior availability 

Alpha offers hook-up wire 
from stock in most sizes and 
constructions, in both small 
and large put-ups, so you can 
order it when you need it.  
Our products are available 
for same-day shipment, 
eliminating long lead times.

Service and support,  
second-to-none 

Selecting the correct wire 
for your critical application 
is essential to overall system 
reliability, performance, and 
safety. So we make it easy 
for you select the right Alpha 
hook-up wire for your specific 
application.

Our online resources include 
a wire and cable selection 
guide, technical information, 
full product catalog, and a 
distributor locator to make 
it easy to select and get the 
cable you need. Can’t find 
what you’re looking for? 
Design the cable to your 
specification, it’s easy, just  
visit www.alphawire.com!
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Cables you trust. Service you deserve.


