Hook-Up Wire

AlphaWire

Cables you trust. Service you deserve.



3000/600 V, XLPE Wire e

MI(I;g('I)‘(I;-‘{,G)878/ 3 (Type D) Part No. Wire Size Stranding !Phsllél(a::;'s' [r;ligmg;aelr

UL AWM 3271 (600 V) VW-1 AWG mm2 AWG mm Inch mm Inch mm

CSA CL 1251 XLPE (600 V) 7044 18 0.81 16/30 16 x 0.25 0.032 0.81 om 2.82

_559C to +105°C (MIL) 7045 16 132 26/30 26 x 0.25 0.032 0.81 019 3.02

-55°C to +125°C (UL, CSA) 7046 14 2.08 41/30 41x 0.25 0.032 0.81 0138 3.51
, 7047 12 329 65/30 65 x 0.25 0.032 0.81 0155 3.94

(S:g:‘ggftoo':'n”ed copper 7048 10 532 105/30 105 x 0.25 0032 08l 0184 4.67

Cross-linked polyolefin Insulation Colors: White ¢ Black * Red

insulation

Availability

100 ft (30.5 m)
1000 ft (305 m)

1000/300 V, XLPE =

MI(I_.l-oD(')I'(I). -\13878/ 2 (Type ©) Part No. Wire Size Stranding !Phsllclzll?rﬂgs‘ I:':i:mlelﬁlr

UL AWM 3266 (300 V) VW-1 AWG mm? AWG mm Inch mm Inch mm
CSA CL 1252 XLPE (300 V) 7024 22 0.38 19/34 19 x 016 0.016 0.41 0.064 163
-55°C to +105°C (MIL) 7025 20 0.62 19/32 19%x020 0016 0.41 0.072 1.83
-55°C to +125°C (UL, CSA) 7026 18 0.96 19/30 19x025 0016 0.41 0.080 2.03

Stranded tinned copper Insulation Colors: White * Black ¢ Red

conductor
Cross-linked polyolefin
insulation

Availability

100 ft (30.5 m)
1000 ft (305 m)



600/150 V, XLPE

Meoovy o (TVPe® artno, _ Wiesie e Nomney

UL AWM 3265 (150 V) VW-1 AWG mm2 AWG mm Inch mm Inch mm
CSA AWM | A/B FT1 (150 V) 7012 22 0.38 19/34 19 x 016 0.0M 0.28 0.054 137
_55°C to +105°C (MIL) 7013 20 0.62 19/32 19 x 0.20 0.01 0.28 0.06 152
-55°C to +125°C (UL, CSA) 7014 18 0.96 19/30 19 x 0.25 0.01 0.28 0.070 1.78

Stranded tinned copper Insulation Colors: White * Black
conductor

Cross-linked polyolefin
insulation

Availability

1000 ft (305 m)

600 V, XLPE Wire e

uLsis o wire size e Lot
CSA AWM I A/B FT2 AWG mm2 AWG mm Inch mm Inch mm
CSA CL1251 XLPE 752010 20 0.51 10/30 10x025  0.031 0.79 0.099 2.51
-40°C to +125°C (AWM) 751816 18 0.81 16/30 16x025  0.03] 079 0109 277
-40°C to +150°C (CSA CL) 751626 16 132 26/30  26x025  0.031 0.79 0122 310
-40°C to +90°C (SIS) 751441* 14 2,08 41/30 41x025 0031 0.79 0136 3.45
. 751265* 12 3.29 65/30  65x025  0.03 0.79 0155 3.94
Stranded tinned copper 751000°* 10 532 105/30  105x 025  0.031 079 0180 457
conductor 758133+ 8 8.63 133/29  133x029  0.047 119 0.263 6.68

Cross-linked polyethylene

. . Insulation Colors: White ¢ Black ¢ Red ¢ Green * Yellow ¢ Blue * Brown ¢« Orange * Slate ¢ Violet
insulation

Availability
1000 ft (305 m)
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The cables you trust.
The service you deserve.

Every application is critical
and wire failure is not an
option when the safety of your
equipment and personnel is
paramount. Specify Alpha
hook-up wire for harsh
environments and crucial
applications; since the integrity
of your system is only as

robust as the products you use.

©20715 Alpha Wire. All rights reserved.

Superior availability

Alpha offers hook-up wire
from stock in most sizes and
constructions, in both small
and large put-ups, so you can
order it when you need it.
Our products are available
for same-day shipment,
eliminating long lead times.

Specifications subject to change. Consult Alpha Wire for latest specifications.

Service and support,
second-to-none

Selecting the correct wire

for your critical application

is essential to overall system
reliability, performance, and
safety. So we make it easy

for you select the right Alpha
hook-up wire for your specific
application.

Our online resources include
a wire and cable selection
guide, technical information,
full product catalog, and a
distributor locator to make
it easy to select and get the
cable you need. Can’t find
what you’re looking for?
Design the cable to your
specification, it’s easy, just
visit www.alphawire.com!

AlphaWire

Cables you trust. Service you deserve.

Lit. No. HUW-Bro-1501
Supersedes: HUW-Bro-????



